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CHAPTER 3G GENERAL REQUIREMENTS 

SECTION PM-301 GENERAL 

Add new Sections PM-301.4 through PM-301.6 to read to as follows: 

PM-301.4 Materials. Material used in making any repair shall be of a quality and kind suitable 
for the purpose for which it is used, and of a kind normally used by a good mechanic in the 
appropriate trade. Each Repair shall be done in a workmanlike manner. 

PM-301.5 Prohibited Acts. A tenant shall not do or permit any person on the premises with the 
tenant's permission to do any of the following: (a) Willfully or wantonly destroy, deface, 
damage, impair, or remove any part of the structure or dwelling unit; or (b) Willfully or wantonly 
destroy, deface, damage, impair, or remove any part of the facilities, equipment, or 
appurtenances to the dwelling unit. 

PM-301.6 Extension. Any owner who is served with an order pursuant to PM-305 shall comply 
with the order within ten (10) days of its service upon him or her or shall obtain an extension of 
the ten (10) day period from the Director of the Department of Health. No extension shall exceed 
thirty (30) days, but thirty (30) day extensions may be renewed at the discretion of the Director 
of the Department of Health. 

SECTION PM-302 EXTERIOR PROPERTY AREAS 

Add new Section PM-302.7.3 to read to as follows: 

PM-302.7.3 Storm water management facilities. Storm water management facilities 
constructed pursuant to D.C. Storm Water Management Regulations shall be inspected 
and maintained in good condition and repair, including all graded surfaces, conveyance, 
basins, drains, structures, vegetation and other protective devices for storm water 
management, using established guidelines and procedures and approved by the official 
charged with the administration and enforcement of the D.C. Storm Water Management 
Regulations, 21 DCMR 526-535 and the requirements of D.C. Law 5-188, Water 
Pollution Control Act of 1984, as amended. 

SECTION PM-303 EXTERIOR STRUCTURE 

Revise Section PM-303.14 to read as follows: 

PM-303.14 Insect screens. During the period from April 15 to October 15, every door, window 
and other outside opening required for ventilation of habitable rooms, food preparation areas, 
food service areas, or any areas where products to be included or utilized in food for human 
consumption are processed, manufactured, packaged or stored, shall be supplied with approved 
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Add new Section PM-608.1 to read to as follows: 

PM-608.1 General. The owner of a rental habitation, who provides air conditioning as a service 
either through individual air conditioning units or a central air conditioning system, shall 
maintain such unit or system in safe and good working condition so that it is capable of 
providing an inside temperature, in the rooms it is intended to serve, equal to the greater of (i) 
seventy-eight degrees Fahrenheit (78 degrees F), or (ii) at least fifteen degrees Fahrenheit (1 5 
degrees F) less than the outside temperature. 
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CHAPTER 7G FIRE SAFETY REQUIREMENTS 

SECTION PM-702 MEANS OF EGRESS 

Add new Sections PM-702.5 through PM-702.8 to read to as follows: 

PM-702.5 Arrangements. Exits from dwelling units, rooming units, guestrooms and dormitory 
units shall not lead through other such units, or through toiler rooms or bathrooms. 

PM-702.6 Exit signs. All means of egress shall be indicated with approved “Exit” signs where 
required by the building code. All “Exit” signs shall be maintained visible and all illuminated 
“Exit” signs shall be illuminated at all times that the building is occupied. 

PM-702.7 Stairways, handrails and guards. Every exterior and interior flight of stairs having 
more than four risers and every open portion of a stair, landing, balcony, porch, deck, ramp or 
other walking surface which is more than 30 inches (762 mm) above the floor or grade below 
shall have guards. Existing guard handrails shall not be less than 30 inches (762mm) nor more 
than 42 inches (1067mm) high, measured vertically above the nosing of the tread. Stairways, 
handrails and guards shall be properly maintained. 

PM-702.8 Stair identification: The interior and exterior of all stairway doors connecting more 
than three stories shall be provided with signage as required by Section 1005.3.2.4 through 
1005.3.2.4.2 of the District of Columbia Building Code. 

SECTION PM-704 FIRE PROTECTION SYSTEMS 

Add new subsection PM- 704.4 to read to as follows: 

PM-704.4 Fire alarm systems. Fire alarm systems shall be in proper operating condition at all 
times. 

PM-704.4.1 Manual fire alarm boxes. All manual fire alarm boxes shall be operational 
and unobstructed. 

PM-704.4.2 Automatic fire detectors. All automatic fire detectors shall be operational 
and free from any obstructions that prevent proper operation, including smoke entry. 

Add new Section PM-705 to read to as follows: 

SECTION PM-705 GENERAL PRECAUTIONS AGAINST FIRE 
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